
1.26MP RGB MIPI Compact camera module

AE-CCM-MT9M114-C-105

Overview:

 The AE-CCM-MT9M114-C-105 is a Compact
camera module equipped with an ON
Semiconductor sensor MT9M114 1/6-inch
1.26 MP RGB CMOS digital image sensor with
an active-pixel array of 1296 (H) × 976 (V). 
The AE-CCM-MT9M114-C-105 CCM can
generate a full resolution image at up to 30
frames per second (FPS). 

This camera system also features a
microcontroller (MCU), and a sophisticated
image flow processor (IFP) and it includes
sophisticated camera functions, such as
auto exposure control, auto white balance,
black level control, flicker avoidance, and
defect correction.

 Using a 105-degree Horizontal field of view
lens, the AE-CCM-MT9M114-C-105 produces
extraordinarily clear sharp digital pictures,
making it the perfect choice for a wide range
of applications. 

Target application:

Main features:

Customization options:

Surveillance
Medical
Game Consoles
Consumer Video
Communications
Tethered PC Cameras

Lens (FOV, F#, Distortion etc.) 
Flex PCB length 
Connector/ Pin Assignment 

Image Sensor: 1/6’’ MT9M114 RGB 
Ultra-Low Power SOC 

Shutter type: Electronic Rolling
shutter

Resolution: 1.26 Megapixel 

Interface: MIPI

FOV: D126° H105° V84°

Focus type:  Fixed Focus 

Dimensions: 7.5x7.5x4.93mm


